MULTI-MOUNT RACKMOUNT POWER, 16 OUTLET, 20A, 3-STEP SEQUENCING

PDS-1620R-NS |  

FEATURES & BENEFITS

- Versatile design lets unit be mounted horizontally or vertically
- Space-saving shallow 4” depth
- 16 total outlets in small package (10 always on, 6 sequenced)
- Includes 3-step sequencing
- Features 9’ SignalSAFE™ power cord to minimize AC magnetic fields
- Reversible, adjustable mounting ears support many mounting methods
- Outlets have varied orientations to accommodate many plug styles

SPECIFICATIONS

GENERAL INFO
Cable Type: Corded
Finish: Black Powder Coat
UL Standards Tested: 1419, 60950-1 & 60065
Termination: 5-20P

ASSEMBLY/INSTALLATION INFORMATION
Mounting Points: 2

LISTING AGENCIES/THIRD PARTY CERTIFICATIONS
RoHS: Yes
Greenguard: Yes

DIMENSIONS
Depth (US): 4.53
Height (US): 1.75
Width (US): 19
Rack Units: 1

CORD INFORMATION
Cord Length US: 9

TECHNICAL INFORMATION
Amps: 20
Material: Steel
Mounting: Horizontal
Volts: 120
Number Of Circuits: 1
Number Of Outlets: 16